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Liquidtight End Connector

TYPE ZGSM (42 4r$EER)
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EmiE. RAFSERBEMA, REOFEFWHFER; TPEER, MIEHRE

PhsEZ 4k . IP66

EmiEeE: hRE2R, WEM, BAEES, BIBRoHSHIE

Type-ZGSM

EREE. BATCRMWEIR/KEBIRE TRENER

ZGSM is suitable for the liquidtight metallic conduit type C and type W .

Material: Zinc alloy, zinc or chrome surface ; TPE plastics, rubber modified

Protection Degree: |P66

Properties: Liquidtight , corrosion resistance,high mechanical strength,

passed RoHS
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Liquidtight Metal Connector
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For conduit size Thread size
| TYPE ZGLM (4pe2#EzEE90°) 38" G1/2
1/2" G1/2
(] Type- ZGLM 3/4" G3/4
ZGLM is suitable for the liquidtight metallic conduit type C and 1™ G1
type W . 1-1/4" G1-1/4
Material: Zinc alloy, zinc or chrome surface ; TPE plastics, 1-1/2" G1-1/2
rubber modified . Z G2
| Protection Degree: |IP66 2-1/2" G2-1/2
Properties: Liquidtight , corrosion resistance,high mechanical 3" G3
strength, passed RoHS 4" G4
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