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Lightweight Liquidtight Flexible Metal Conduit
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Trade size Min. inner(mm) Max. outer(mm) B-endin-g-(mm)
3/16" 6.0 9.2 25 100
1/4" 7.8 12.2 35 100
5/16" - 10.2 14.2 40 50
3/8" 12.0 16..2 50 50
1/2" 15.6 20.2 65 50
3/4" 19.7 24.2 80 50
iy 25.2 30.5 100 50
1-4/4" 32.2 39.0 130 25
1-1/2" 38.0 46.3 152 25
2" 50.4 60.0 200 20
2.1/2" 62.5 73.3 250 10
3" 75.0 87.0 300 10
4" 98.5 113.0 390 10
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Type-WR
WR is liquidtight jacket hot-dipped galvanized steel conduit for high-flex

_| Structure: Its core consists of hot-dipped galvanized steel, external covered
with a layer of PVC
—1 Temperature Range: -25C ~90C
|| Flame-retardant: VO(UL94),GB8624 B2
Protection Degree:IP68
1 Standard Color:Black
Froperties or Applications:Type -WR conduit with liquidtight function , good flexibility, and good mechanical

strength, can be in different industrial environments (such as electric power, metallurgy , machining centers ,
robots) , etc.
Passed RoHS
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